
www.realtechotomasyon.com.tr

Gaziantep

Mücahitler Mah. 52008 Nolu Cad. No:3/J
Şehitkamil Gaziantep / Türkiye

0 (342) 503 11 83
0 (544) 948 40 40

ibrahim@realtechotomasyon.com.tr

İstanbul

Oruçreis Mah. Giyimkent 5. Sk.
Giyimkent B57 NO: 82/A
Esenler İstanbul / Türkiye

0 (212) 438 11 80
0 (533) 374 45 92

info@realtechotomasyon.com.tr



Panasonic
LIQI



COM+

SER-ON

A-CLR

CL

INH

NOT

POT

ALM

S-RDY

BRK-OFF

FG

Servo-on  input

1

2

3

4

5

6

7

Alarm clear input

Counter clear input

Inhibit input

CW over travel inhibition input

CCW over travel inhibition input

COM-

Servo Alarm output

Servo ready output

Brake release output

8

9

10

11

26

20

21

22

23

Command 

Pulse

Input

13

14

15

16

17

18

PULS1

PULS2

SIGN1

SIGN2

OA

OA-

OB

OB-

OZ

OZ-

CZ
Open collector Z-

phase output

CNX5

Output Pulses

Interface wiring diagram

GND
Signal Ground, 

insulated from 

COM-

12

19



Model Designation Code (Driver)

M B D J T 2 2 1 0

1 2 3 4 5 6 7 8 9

Size

AC servo drive
J : LIQI series

Maximum   

instantaneous current

Current rating 

of detector

07 : 7A

10 : 10A

20 : 20A

30 : 30A

Power supply rating

2 : Single phase 220V                              

T2 : 15A

T3 : 30A

Model Designation Code (Motor)

M H M J 0 4 2 P 1

1 2 3 4 5 6 7 8 9

Motor type

Rated Output

Power supply rating

2 : Single phase 220V                              

A

10

MHMJ : High Inertia type

04 : 400W

08 : 750W

10 : 1.0kW

12 : 1.2kW

Rotary Encoder 

Specifications
P : Incremental         

(2500 PPR)

Design Order
1 : Standard

B : Size B

C : Size C



• Input power range : AC 220V (200V ~ 253V)

• Motor rating :

MHMD***J1*   200W/1.0kW

MHMJ***P1*   400W/750W/1.0kW / 1.2kW

• Control mode : Position command

• Response frequency : 1kHz

• Pulse command up to 500kHz

• Advanced PANATERM software 

• Real time auto gain tuning

• USB interface for PANATERM software

• Gain setting through RSW or software

• Vibration filters and notch filters for smooth operation    

• IP65 protection

• Ambient temperature : 0˚ to 50˚ C

Basic Features



1.Perform quick and stable machine operation  1.Perform quick and stable machine operation  

2.Minimize vibration & noise2.Minimize vibration & noise

3 Offer serviceable accessary3 Offer serviceable accessary

MINAS-LIQI can

�

Response frequency

2500ppr

Encoder Lower cogging torque

Notch Filter Adaptive Filter

500KPPS
Input/Output pulse

New PANATERM Selection software CAD data

Real auto tuning
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500Hz Response frequency

2500 ppr encoder 

resolution

Low cogging 

torque

The I/O pulses 

500kHz 
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Highly functional 

Real-time Auto-

Gain tuning

Manual/Auto 

Damping filters

Manual/Auto 

Notch filters

����������

New Structure

Innovative Core

Innovation 

Encoder

�����
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Set up support software 

“PANATERM

�
Motor Selection 

Software

RSW on front panel for 

Stiffness setting
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                         Motor Business Unit, Home Appliances Company, Panasonic  

3. Product Line-up 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Rated Voltage Size Part Number
Rated 

Output 
Motor 

50W MSMD5AZJ1* 

100W MSMD012J1* 

MSMD022J1* 
MBDJT2207 

200W 
MHMD022J1* 

MSMD042J1* 

Type B 

MBDJT2210 400W 
MHMJ042P1* 

MSMD082J1* 
MCDJT3220 750W 

MHMJ082P1* 

MHMD102J1* 
1000W 

MHMJ102P1* 

1  

AC220-240V 

Type C 

MCDJT3230

1200W MHMJ122P1* 



LIQI SERVO SYSTEM

GENERAL SPECIFICATIONS:



 DIMENSIONS

DRIVER DIMENSION:

• MBDJT2207---200W
• MBDJT2210---400W



• MCDJT3220---750W
• MCDJT3230---1.0KW & 1.2KW



MOTOR DIMENSION:

• MHMD022J1A---200W

• MHMJ042P1U---400W



• MHMJ082P1U---750W

• MHMJ102P1G---1.0KW



• MHMJ122P1G---1.2KW


